EBS2LST

System For RCCB'’s Applications

Application

The Recloser RCCB Can be widely used

In power grid terminal lines, new energy

circuit management ect.

Technical parameter

EBS2LST

Control method

Digital input control and automatic recloser

Power terminals

A1-A2

Voltage fluctuation range

AC 220V (50-60Hz)

Power consumption

AC max.1VA(standby) max. 20VA(Working)

Indicator light

Red and green LED

Action time

<0.1S

Automatic tripping times

3 times

Reclose time delay

105-605-300S

Clearing times after closing

No more trips or clears within

C € 15 minutes of successful closing
10000

Mechanical life

Electrical life 4000

Function

Working temperature -20 C to +50 C (-4°F to 131°F)

Installation Din rail EN/IEC60715

O Can work with circuit breakers and earth leakage switches, remote Closing and Sectional Breaker / Leakage Protection Switch

O Controlling circuit breakers and leakage protection switches with switches, D type has auto-reclosing function CTRIBRION GRS P20

O With manual and automatic switch

O With mechanical and electronic, double lock function

U Accessories
O Can work with auxiliaries
Auxiliary contact Yes
O Work status Is indicated by LED light _
Alarm switch Yes
O Operating mechanism only 18mm width Shunt release Yes
Under-voltage Shunt Release Yes

Nomenclature

EBS 2LST 2 C 10 / 30
Function diagram

Circuit breaker/
Earth leakage switch

Indicator light cRSOI ST

Rated residual current (mA): 10,30, 100, 300,500

Selection of working mode |«

Al A2 OFF ON

Rated current (A): 16, 20,25, 32,40, 50,63
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Residual trip characteristic type: C: type AC A:type A S:type S Lock button Operation handle © [ 19
Poles: 2P 4P /

Design code: Digital input control and automatic recloser

Company code

www.ebasee.com

00k www.ebasee.com




Installation instrument

Accessory
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Electric
operation module
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PWR

RCCB swiich

When the switch under “AUTO", switching input can
be used for closing and opening operations.

When the switch under “MANU", the switch can only
controlled manually.

When the power on, the green indicator flush 2S
before power stable; after power stable, the green
light keep lighting; when RCCB happen error, the light
turn red.

Note:When performing circuit
maintenance, please pull down
the lock, put the padlock on, this
way, unable to manually close

Function diagram
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EBS2LST has automatic reclosing function, working principle:

AUTO working
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AUX: Accessory close

Note: é means electricity error

Failures and solutions
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Farlures and solutions:

Failures Solutions
Check If the power supply voltage is normal
1 Unable to close or on Check if the switch under “AUTO” mode
Check the installation clips of the electrical
operation mechanism and circuit breaker are in place
Checking the circuit, if the RCCB
o _ _ under error(Overload,Short circuit or earth leakage)
2 Trip iImmediately after closing
- Checking if the circuit breaker damaged or slip
Dimensions
EBS2LST 2P EBS2LST 4P
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Order Nofte

Following items should be marked when ordering Ordering sample

To order the EBS2LST, 2P, rated current is 63A, rated residual

Product Name, Model&Frame level

Poles
Rated current

Quantity

current is 30mA,and the quantity is 100 pieces,should be marked:

EBS2LST-100/2P 63A 30mA, 1

00PCS.
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